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DW e Einbau-Set fiir aufklappbare Verbundfenster

Einbau-Set fiir aufklapp bare Verbundfenster Stutzenlange 100mm
Mounting-Kit for pivothung multilayer glasses collar 100mm

5 1 3 42 Aufklappbare  Verbundfenster
Py bis max. 100mm inneren Glasab-
Qﬁ" : : | : |! stand. Der Kunststoffstutzen (3)
o ! } wird mittels Horizontalrisses auf
: \,...h} Ll 1L den inneren Glasabstand
%, I ' zugeschnitten und mit den
== : | Spannban-dern  verschraubt.
I : Das Wetter-schutzgitter wird
I mit den Klammern (4) an die
I AuRenscheibe geklemmt. Ein
I Teilen der Fenster zum
} Reinigen ist moglich.
i
Ll Pivot Hunged Multilayer Glasses
Windows up to approx. 100mm in-
| gy || ner glass distance. Cut the plastic
\JJ colar (3) with horizontal projection

to the inner glass distance and
mount the fixing belts. The weather
resist louvre is fixed with brackets
(4) to the outdoor glass. Splitting of
the frame for cleaning is possible.

Halteklammern fir das AulRengitter
Fixing Brackets for outdoor grill

DW 6 2 Stk

DW 9 3 Stk
DW 12 4 Stk

2015-01 Druck-, Satzfehler und techn. Anderungen vorbehalten - Subject to change Seite 1



